
GK64 Keyboard Key Switches Replacement
If your GK64 Hot Swappable Mechanical Keyboard...

Written By: Ka Hei Michael Chu

GK64 Keyboard Key Switches Replacem… Draft: 2023-01-12Guide ID: 131428 -

This document was generated on 2023-01-17 05:57:31 PM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 1 of 11



INTRODUCTION

If your GK64 Hot Swappable Mechanical Keyboard has sticking keys or input is not transmitting to
your computer, use this guide to replace the faulty switches.

Faulty switches do not transmit a letter when you type to the computer due to sticky keys or switch
failure. When replacing switches, the keycaps must be cleaned as buildup can make even new
switches still stick.

No special skills are required to complete this repair.

When buying replacement switches ensure they have the same switch weights. The spring inside
the switch determines this value. If you are unsure of the weight, you can find this information in the
technical specs section of the keyboard manual.

TOOLS:
Phillips Head Screwdriver: Size PH1 (1)
Switch Puller (1)
Wired Keycap Puller (1)
Q-Tips (3)
Isopropyl Alcohol 70% (1)
Plastic container with lid (1)
Dish Soap (1)
Dish Towel (1)
Warm water (1)
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https://www.ifixit.com/products/phillips-1-screwdriver
https://www.amazon.com/Switch-Puller-Mechanical-Keyboard-Stainless/dp/B085492RDG/ref=sr_1_2?dchild=1&keywords=logitech+switch+puller&qid=1622650945&sr=8-2
https://www.amazon.com/Qisan-Stainless-Mechanical-Keyboard-Magicforce/dp/B01HPC88HM/ref=sr_1_3?crid=6L1QI7F7DGP3&keywords=keycap+removal+tool&qid=1582777742&sprefix=keycap+removal+%252Caps%252C217&sr=8-3
http://www.amazon.com/Q-tips-Cotton-Swabs-500-Count/dp/B00005304H/ref=sr_1_2?ie=UTF8&qid=1370479101&sr=8-2&keywords=q-tips
https://www.amazon.com/Amazon-Brand-Isopropyl-Antiseptic-Treatment/dp/B07NFVQCJP/ref=sr_1_1_sspa?keywords=isopropyl+alcohol+70+percent&qid=1654298887&sprefix=isopr%252Caps%252C308&sr=8-1-spons&psc=1&spLa=ZW5jcnlwdGVkUXVhbGlmaWVyPUEzRzhCQldaNElLQjJXJmVuY3J5cHRlZElkPUEwNzQ2Mzc5M0NOV1dTTjVNUlBOSCZlbmNyeXB0ZWRBZElkPUEwNTYzNDc1UFA2MkkxSzhWTTZXJndpZGdldE5hbWU9c3BfYXRmJmFjdGlvbj1jbGlja1JlZGlyZWN0JmRvTm90TG9nQ2xpY2s9dHJ1ZQ==
file:///Item/Plastic_container_with_lid
http://www.amazon.com/s/ref=sr_st_review-rank?keywords=dish+soap&fst=as%253Aoff&rh=n%253A3760901%252Ck%253Adish+soap&qid=1445546687&sort=review-rank
file:///Item/Dish_Towel
file:///Item/Warm_water


Step 1 — Key Switches

 

Do not disassemble the keyboard or proceed with this guide if the keyboard is connected to any
power source.



Unplug the power cord from the keyboard.
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Step 2

  

Never pull in a direction other than straight up. Pulling at an angle poses a high risk to damaging
the underlying switch.



Position the wired keycap puller so the wire ends are horizontally aligned with the key and the flat
ends of the wires rest under the key.



Rotate the wire 45 degrees and pull straight up to remove the key. This may require a bit of force,
especially if you have never removed the keys before.



Remove every key using this method.
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Step 3

  

Do not use isopropyl alcohol or any other solvents for this step. Isopropyl alcohol can damage the
coloring and coating of the plastic keys.



Fill the plastic container 3/4 of the way with warm tap water.

Put 2 drops of dish soap into the water filled plastic container.

Place the keycaps in the water and ensure they are fully submerged.

Seal the container with the lid, and let the keycaps sit in the warm water for at least 1 hour.
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Step 4

 

If it's a clear day, it may be tempting to put these outside to dry. Do not do this as direct sunlight
will damage your keycaps.



Rinse the keys under room temperature tap water for 2 minutes.

Shake each keycap to free any excess water and place them on a dry dish towel. Ensure the
keycaps are not stacked on top of one another.



Air-dry the keycaps on a dish towel for at least 24 hours or until completely dried.

If you cannot wait 24 hours, you can put the keycaps in a cloth bag and use a hair drier to blow hot
air onto it for 10 -20 minutes.
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Step 5

  

Unscrew all three 1.5mm screws from the PCB using a Phillips #1 screwdriver.

The order in which you remove the screws does not matter.

Step 6

  

Do not forcefully try and detach the components. The case should come off easily. If it is not
coming off easily, look for any screws you may have forgotten to remove.



Rotate the keyboard so it is standing on its long edge.

Remove the case by gently pulling it from the rest of the keyboard.

GK64 Keyboard Key Switches Replacem… Draft: 2023-01-12Guide ID: 131428 -

This document was generated on 2023-01-17 05:57:31 PM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 7 of 11



Step 7

 

Never pour the isopropyl alcohol directly on the keyboard.

Lightly soak one end of a Q-tip in the isopropyl alcohol.

Clean the PCB keyboard by gently wiping the Q-tip along the surface.

Make sure that you are always working with an adequately clean Q-tip; change your Q-tip when it
becomes too dirty. You may end up using 3 different Q-tips.



Take your time on this step. It is important that the PCB be as clean as possible!
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Step 8

Turn the PCB face down.

Look for any hot swappable sockets
that are not fully connected to the
the PCB.



Push any misaligned sockets back
into place so that they lay flush on
the PCB.



Step 9

  

Do not pull in any direction other than straight up. Not pulling straight up will damage not only the
switch, but also the PCB keyboard itself.



Hold the switch puller parallel to the faulty switch and wrap the ends around the inset of the switch.

Pull straight up; the switch should pop out of the PCB and case.
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Step 10

 

Never push in any direction other than straight down. It is easy to damage both the PCB keyboard
and the switch in this step. You should not wiggle or bend the switch.



Take a replacement switch and orient it so that the two metal sockets line up with the PCB
sockets.



Once the sockets are lined up, gently push straight down so that the switch lies flush with the
plate.



You should hear a subtle clicking sound when you insert the switch into the PCB.
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Enjoy your smooth typing!

Step 11

  

Place the cleaned keycaps onto their correct position on the keyboard.

Align the key mirroring the shape of the switch.

Press straight down once the keycap is aligned.
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