
How to remove the 2010-2017 Suzuki Swift air
intake box

To perform maintenance on for instance the...
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INTRODUCTION

To perform maintenance on for instance the spark plugs, engine, or fuel rail, the air intake box needs
to be removed.

TOOLS:
Small Chain Nose Pliers (1)
10mm Socket (1)
3/8" Drive Ratchet (1)
Flathead 4 mm Screwdriver (1)
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https://www.amazon.com/Jewelry-Pliers-Shynek-Wrapping-Supplies/dp/B07ZGFK411/ref=sr_1_3?crid=MGXSMIOVU34G&keywords=Small+Chain+Nose+Pliers&qid=1672157790&sprefix=small+chain+nose+pliers%252Caps%252C64&sr=8-3
http://www.amazon.com/TEKTON-14142-8-Inch-Shallow-6-Point/dp/B000NY7A10/ref=sr_1_2?ie=UTF8&qid=1431011227&sr=8-2&keywords=10+mm+socket
https://www.amazon.com/SATA-Quick-Release-72-Tooth-Ratchet-Full-Polished/dp/B07V4397T4/ref=sr_1_5?crid=1DXG2E50GBLUD&keywords=3%252F8+drive+ratchet&qid=1654124828&sprefix=3%252F8+drive+ratchet%252Caps%252C163&sr=8-5
https://www.ifixit.com/products/flathead-4-mm-screwdriver


To reassemble, follow these instructions in reverse order.

Step 1 — Loosen the air intake box

  

Unscrew the 10mm bolts.

Remove the push rivet with the flathead.

Unclip the cable from the bracket. Use the plyers to press the lock from beneath and pull the clip
loose.



Pull back the clasps connecting the air intake box to the rest of the intake system.

Step 2 — Remove the air intake box

  

Grab the box at the left side and pull up and towards the right to pull the top part of air intake box
out.



Pull the intake pipe up and out.
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